NIYYA FOOD & DRINKS COMPANY LTD. «c.csos

TL3 Nnamdi Azikiwe Way, P. O. Box 2776, Tel: 062-415040, Fax: 062-416270, Kaduna - Nigeria.
E-mail info@niyya-foods.com, niyyafoods@yahoo.com web site: www.niyya-foods.com

2" August 2007

TO WHOM IT MAY CONCERN

RESULTS OF TEST$ CONDUCTED AT OUR FACILITY WITH FUEL STICK FUEL
CONDITIONER

After using Fuel Stick on one of our vehicles for a period of two weeks, based on the
satisfactory results, we commenced tests using Fuel Stick Fuel Conditioner on our
various equipments at our facility at the farm.

The results obtained are as follows:

fo DIESEL FIRED BOILER ~ Normal Operation 10 hrs/day

Earlier consumption of Diesel fuel prior to using Fuel Stick was 15 litres/ hr.

With the prescribed dosage of Fuel Stick i.e. one cube for every 25 litres of Diesel/Petrol,
5 cubes were added to 120 litres storage tank, and it was observed that the
consumption was down to 12 litres/hr.

A saving of 3 litres/hr i.e. 20% was observed.

20 $STANDBY DIESEL GENERATOR 820 KVA

Average earlier consumption was 35 litres/hr.

After applying the recommended dosage of Fuel Stick, the consumption on the day of
the application was down to 32 litres/hr.

A saving of 3 litres/hr i.e. 8.57% was observed.
3. STANDBY DIESEL GENERATOR 750 KVA
Average earlier consumption was 30 litres/hr.

After applying the recommended dosage of Fuel Stick, the consumption on the day of
the application was down to 28 litres/hr.

A saving of 2 litres/hr i.e. 6.66% was observed







